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Cologne, January 18, 2021 

Declaration  
Project no. 21250873 
 
Manufacturer: REC Solar Pte Ltd. 

20 Tuas South Avenue 14 
637312 Singapore 
 

Basis of testing: IEC 62938:2020  
Photovoltaic (PV) modules - Non-uniform snow load testing 

 
. 
 
PV modules:  REC Alpha series 

   RECxxxAA 

   (xxx = 340 – 385 in steps of 5, 120 halfcut cells) 

   xxx represent output power in Wp 

    
   
Report:  21250873.001 

 
Herewith we declare, that the above noted module type has successfully 
passed the test according to IEC 62938:2020. 
 
The test results are documented in the above mentioned test report and are 
only valid for the material and module types as listed in the CDF 21250873.001. 
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Declaration 

 

Manufacturer: REC Solar Pte. Ltd. 
Address: 20 Tuas South Avenue 14, 637312, Singapore 
 
Product: Photovoltaic (PV) Modules 
 
Type: REC N-Peak Series   RECxxxNP (where xxx = 295-325W, in steps of 5) 
 
Requirements:  Refer to IEC 62938 82/1195/CDV 
 

 

 

 
It is declared that the above noted model types have successfully passed Non-uniform snow load 
testing in accordance to IEC 62938 82/1195/CDV (REC320NP was chosen as the representative test  
module). Power degradation is: -0.06% and there is no visual defect after the testing.  
Refer to report no. 6060628.050A.001 for further information. 
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